










Flexibility that inspires. With different reservoirs and 

trays for reagents CyBi®-SELMA enables a large selection 

of applications. Thus, the 96- and 384-well microplates 

are replicated and reformatted or filled with buffer in a 

fast and reliable manner. Thanks to custom tip magazines, 

CyBi®-SELMA is also able to process individual columns, and 

serial dilution series can be created easily and accurately.

CyBi®-SELMA offers the possibility to react to different 

liquids and to adjust the pipetting speeds to the appropriate 

conditions without compromising intuitive operation.

Precision with sophisticated technology. 
CyBi®-SELMA consists of 96 pipetting channels which enable 

a safe and error-free transfer of 96 samples in a single step. 

Sample mix-ups or forgetting individual wells are now a 

thing of the past.

The high quality tips and the proven tip sealing principle 

have been successfully applied for more than 20 years in 

the high-throughput area and have provided extremely 

accurate and reproducible results.

At the core of this technology there is perfect uniform 

sealing of the tips using the CyBio silicone mat technology.

Leakage

Perfectly sealed



Modern

one idea, one touch



Forward-looking and beautiful. CyBi®-SELMA 

is presented in a modern yet functional design. Thus, 

CyBi®-SELMA has a compact footprint and fits onto any 

lab bench. The open format offers good access to the 

robot workspace, where microplates can be switched 

quickly and easily. The illumination of the tips and micro-

plates ensures safe control over the pipetting heights and 

pipetting process.

Precise technology in every detail. 
Pipetting channels 		 96

Processing column by column	 yes

Tip types	 25 µl or 250 µl

Volume range	 0.5 µl – 25 µl or 5 µl – 250 µl

Precision 250 μl tips	 0.5 – 2 µl ≤ 3% CV

                                  	  2 – 5 µl ≤ 2% CV

                                  	 5 – 25 µl ≤ 1% CV

Precision 25 μl tips	 5 – 25 µl ≤ 2% CV

                                    	 25 – 250 µl ≤ 1% CV

Microplate formats	 96, 384, shallow and deep well

Work positions	 2

Dimensions (H/W/D)	 307 x 480 x 325 mm

Weight			    ca. 15 kg

Working conditions		  15 °C to 35 °C

                               Humidity < 85% at 30 °C



CyBi®-SELMA will change your attitude towards technology. No more strenuous and monotonous pipetting by hand, no more 

empty or inaccurate filling of wells and no more repetition of tests because of pipetting inaccuracies. Focus on important and 

interesting work and trust CyBi®-SELMA to do the routine work for you. Thus, you will be faster, more efficient and more 

competitive – simply better.

Attitude

innovative technology, 
		  appealing design –  

a must-have for every lab



CyBi®-SELMA. Better working.

Semi-automatic
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CyBio AG
Goeschwitzer Strasse 40 
07745 Jena
Germany
Tel +49.3641.351 0
Fax +49.3641.351 409

CyBio US, Inc.
500 West Cummings Park
Suite 1800
Woburn, MA 01801, USA
Tel +1.781.3 76 98 99
Fax +1.781.3 76 98 97

CyBio Northern Europe Ltd.
8 James Whatman Court, Turkey Mill
Ashford Road, Maidstone
Kent ME 14 5SS, UK
Tel +44.16 22 66 21 18 
Fax +44.16 22 66 41 57
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info@cybio-ag.com
www.cybio-ag.com




